White Tape Light

1000LM - 2700K

Light efficiency:
n/a Lumen/Watt Output: 1103 Im/f
Light quality: Peak: 376 cd
RI: 95.9

Power: -W
PF: n/a

Color temperature:

2681 K
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White Tape Light
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CRIR values, only R1-R8 are used to calculate final CRI value

R1 R2 R3 R4 R5 R6 R7 R8 R9 | R10 | R11 | R12 | R13 | R14 [ R15

952 [ 97.4 | 96.8 | 93.7 | 95.1 [ 93.5 | 97.2 [ 98.3 | 95.6 | 96.7 | 89.4 | 91.4 | 952 | 96.7 | 97.5

TM30 C values, 16 binned values out of total of 99 C values
c1 c2 C3 C4 C5 C6 c7 c8 C9 | C10 | C11 | C12 [ C13 [ C14 | C15 | C16
96.2 ( 97.2 | 95.0 [ 95.9 | 956 | 92.2 ( 94.2 [ 93.6 | 95.5| 96.9 | 95.5 | 91.1 | 91.7 | 91.7 [ 95.1 | 90.3

CQS Q values
Q1 Q2 Q3 Q4 Q5 Q6 Q7 Q8 Q9 | Q10 | Q11 | Q12 | Q13 [ Q14 | Q15
94.0 [ 951 | 932 [ 96.7 | 93.9 | 90.1 | 91.0 | 949 | 97.2 | 959 | 96.9 | 97.2 | 97.4 | 93.7 | 95.4

Color parameters

Color temperature Color rendering Red component Color fidelity Color gamut Color quality Color Color Color Color Color diviation
i ale cie 1931 cie 1931 from black body
CCT CRI CRIR9 TM30 Rf TM30 Rg cas X y u v Auv
2681 K 95.9 95.6 94.7 104.1 94.1 0.456 0.402 0.264 0.349 -0.0031
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Approx. limits for sources
on the Planckian locus.
practical light sources.

Approx. limits for

Q@ ©
@

CES99

T CES98

100

R C= 57

CES96
CES95

—_— e

90

—_—

R CE 592

CES91
CES90

—_—— e

CES88

— e e

CES86

— e

CES84
R S S ] CES83
CES82
CES81
CES80
CES79
CES78
CES77

I CEST6

CES75

—_— ey

CES73

80

Color vector grdphlcs

Rf
Color distortion graphics

70

A

I T T T

vl b b

140 [
130 [
120 [

50

—_— e

53 5 4 CES67

@

60

110 =
100

o

14
o
2
k4

Hue
0%

0%
2%
2%
-1%
-2%
-1%
0%
2%
-2%
-6%
-5%
-2%
-7%

1%

Graphic shifts (%)
0%

Chroma

40,

1%
2%
5%
3%
4%
2%

%
2%
4%
3%
4%
1%
1%

3% 4%

R
96

49
o
2
2
4
&

96
96
92
94
94
95
97
96
91
92
92
95
90

Hue Bin

2%

6
7
8
9
10
1
12
13
14
15
16
1%

2%

Hue bin
Hue bin

40,

Rf 94.7
Fidelity index Rf

5%
2% 06040
1% o 1% 5

Rg 104.1
Gammut index Rg

0%

White Tape Light

1000LM - 2700K

5%

X X
o o
-

-5%
-10%
-15%
-20%

100

8
6
4
2

20%
o 15%

ny Aq BIys ewoiys $4 ‘xapu) Ajapid

Color Evaluation Sample
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